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General Notes:
THE CONTRACTOR SHALL PROVIDE ONE (1) SET OF SEPIA OR VELLUM XEROX SHOP DRAWINGS 
FOR REVIEW BY THE DESIGN SOLUTION AND CLIENT PRIOR TO FABRICATION AND ONE (1) SET TO 
JOB SITE FOR GENERAL CONTRACTOR CO-ORDINATION.

REVIEW OF SHOP DRAWINGS SHALL BE FOR COMPLIANCE WITH THE DESIGN INTENT AS 
ILLUSTRATED IN THIS DOCUMENT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 
QUANTITIES AND DIMENSIONS INCLUDING VERIFICATION OF, AND CO-ORDINATION WITH SITE 
CONDITIONS. THIS DRAWING SHOULD NOT BE SCALED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FABRICATION PROCESSES AND THE MEANS, 
METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES OF CONSTRUCTION AND FOR 
CO-ORDINATION OF THE WORK: HE WILL BE RESPONSIBLE FOR THE SPECIFIC METAL GAUGES, 
FASTENING DETAILS, BRACING AND ALL OTHER INTERVENTIONS OVER AND ABOVE THIS 
DOCUMENT TO ENSURE STRUCTURAL SOUNDNESS, DURABILITY, AND CODE COMPLIANCE IN THE 
VARIOUS JURISDICTIONS WHERE THE FINISHED ASSEMBLY IS TO BE USED.

CONTRACTOR WILL BE RESPONSIBLE FOR OBTAINING “UL” RATINGS WHEN REQUIRED.
ALL MATERIAL FINISHES SHALL BE CLASS «O» FIRE-RATED MATERIAL OR EQUIVALENT. 
CONTRACTOR SHALL SUBMIT CERTIFICATES OF ACCESSIBILITY (B.S. OR EQUIVALENT) FOR 
FINISHES INCLUDING, BUT NOT LIMITED TO TREATED LUMBER, PLASTIC LAMINATES, ETC.
FINISHED ASSEMBLY TO BE FREE OF BURRS, SHARP EDGES AND SCRATCHES AND OTHER 
BLEMISHES.

ALL DRAWING SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT OF THE DESIGN 
SOLUTION AND THEY RESERVE THE COPYRIGHT AND MUST BE RETURNED UPON REQUEST. IT IS 
ISSUED ON THE UNDERSTANDING THAT REPRODUCTION OR USE OF DRAWINGS, SPECIFICATIONS 
AND RELATED DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE WRITTEN 
PERMISSION OF THE DESIGN SOLUTION.
FOR ALL DIMENSION AND CASH QUANTITY OF CASH REGISTER & OTHER ELECTRICAL 
COMPONENTS, CONTRACTOR SHALL CO-ORDINATE WITH THE CLIENT.

THE CONTRACTOR SHALL VERIFY THE STABILITY OF EACH FIXTURE AND PROVIDE NECESSARY 
ANCHORAGE. PROVIDE ALL FASTENERS AND FINISH THEM AS INDICATED
ON DRAWINGS.

Date: Amendment: Initial:Rev

3rd Floor, National House
60-66 Wardour Street
London, W1F 0TA

T +44 (0)20 7758 3510

www.thedesignsolution.co.uk
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LOCATION PLAN
Scale: 1:500

1. ALL DIMENSIONS AND DESIGN DETAILS MUST BE CONFIRMED AND VERIFIED WITH THE LOCAL ARCHITECT, 
INCLUDING STRUCTURAL AND M&E REQUIREMENTS

2. FLOORING BY CONCESSIONAIRE 

3. LICENSOR DIVIDING WALLS - 150mm PLASTERBOARD PARTITION ON M-C STUDS (TBC BY LOCAL ARCHITECT) - 
INTERNAL FINISHES BY CONCESSIONAIRE

4. LIGHTING OVER RETAIL AREA TO BE PROVIDED BY CONCESSIONAIRE

5. ALL CONCESSIONAIRE FIXTURES AND FURNITURE TO BE SELF SUPPORTED, WITH LOAD BEING TAKEN THROUGH 
THE FLOOR

DRAWINGS ARE INDICATIVE AND ALL DIMENSIONS NEED TO BE VERIFIED ON SITE
GENERAL NOTES:

SECTION BB
Scale: 1:253

3000MM  AFFL TBC

3950MM  AFFL TBC

INDICATIVE HEIGHT - DEPENDANT ON SITE 
CONDITIONS- TBC WITH LOCAL ARCHITECT

3600MM  AFFL TBC

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY CONCESSIONAIRE

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY CONCESSIONAIRE

A

RETAIL UNIT DEMISE LINE

PLAN
Scale: 1:251

FURNITURE FREE ZONE

FLOORING BY CONCESSIONAIRE

UNIT UF31
50m2
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LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY CONCESSIONAIRE

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY CONCESSIONAIRE
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LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY LICENSOR

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY LICENSOR

ELEVATION A
Scale: 1:252

3000MM  AFFL TBC

3950MM  AFFL TBC

INDICATIVE HEIGHT - DEPENDANT ON SITE 
CONDITIONS- TBC WITH LOCAL ARCHITECT

3600MM  AFFL TBC

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY CONCESSIONAIRE

LICENSOR'S STRUCTURAL COLUMN 
CLADDING BY LICENSOR
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